AASHTO Minimum Radius Table (e,,., = 8%)
Posted Speed Limit, V4 (mph)
Superelevation, e (%) 35 | 40 [ 4 | s0 [ 55
Radius (ft)
1.5 4,260 5,410 6,710 8,150 9,720
2.0 3,120 3,970 4,930 5,990 7,150
2.2 2,800 3,570 4,440 5,400 6,450
2.4 2,540 3,240 4,030 4,910 5,870
2.6 2,320 2,960 3,690 4,490 5,370
2.8 2,130 2,720 3,390 4,130 4,950
3.0 1,960 2,510 3,130 3,820 4,580
3.2 1,820 2,330 2,900 3,550 4,250
3.4 1,690 2,170 2,700 3,300 3,970
3.6 1,570 2,020 2,520 3,090 3,710
3.8 1,470 1,890 2,360 2,890 3,480
4.0 1,370 1,770 2,220 2,720 3,270
4.2 1,280 1,660 2,080 2,560 3,080
4.4 1,200 1,560 1,960 2,410 2,910
4.6 1,130 1,470 1,850 2,280 2,750
4.8 1,060 1,390 1,750 2,160 2,610
5.0 991 1,310 1,650 2,040 2,470
5.2 929 1,230 1,560 1,930 2,350
5.4 870 1,160 1,480 1,830 2,230
5.6 813 1,090 1,390 1,740 2,120
5.8 761 1,030 1,320 1,650 2,010
6.0 713 965 1,250 1,560 1,920
6.2 669 909 1,180 1,480 1,820
6.4 628 857 1,110 1,400 1,730
6.6 590 808 1,050 1,330 1,650
6.8 553 761 990 1,260 1,560
7.0 518 716 933 1,190 1,480
7.2 485 672 878 1,120 1,400
7.4 451 628 822 1,060 1,320
7.6 417 583 765 980 1,230
7.8 380 533 701 901 1,140
8.0 314 444 587 758 960

Source: AASHTO A Policy on Geometric Design of Highways and Streets 2004




